
Form 3160-3 SUBMIT IN TRIPLICATE* Form approved.
(November 1983) (Other instructions on Budget Bureau No. 1004-0136

(fonnerly 9-331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR O. LEASE DESIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGEMENT SL-045049

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.IrxNorAN,ALLOTTERORTRIBENAME

18. TYPE OF WORK

DRILL B DEEPENO PLUGBACK O L UNR AGREEMENT NAME

b. Trrmor wstr. Clay Basin
ELLL «As NoLa zoNLs 8. m om Lataa -

2. NAME OF OPERATOR RECEIVE ""
Celsius Energy Company O. WELL NO.

3. ADDRESS OF OPERATOa 65
P. O. Box 458, Rock Springs, WY 82902 JUN 0 5 1% 1Û. FIELD AND POOI., OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requiremente Clay BSSin
At .startace

SW NE, 1834' FNL, 1481' FEL Ù/Vibt A UF ()
11. ..r&a., u onness.

At proposed prod. mone GAS & M
IL

INING 23-3N-24E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. BTATE

Approximately 60 miles south of Rock Springs, Wyoming Daggett Utah
1ð. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACEES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPEBTY OR LEASE LINE, FT. 1 f 1440.00 NA
(Also to nearest drlg. unit line, if any) i

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. RoTARY on CABLE TooLa
TO NEAREST WELL, DRILLING, COMPLETED.
OR APPLIED FOR, ON THIS LBAs., rr. NA 6100 Rotary

21. E1ÆVATIONs (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START*

6755' GG June 15, 1985
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

12-1/4 9-5/8 36 300 300' of Regular with 3% cacl
and 1/4-pound flocele/sack

7-7/8 5-1/2 17 6100 1000' above the uppermost
producing interval with
50-50 Pozmix.

See attached drilling plan· APPROVED BY THE STATE
OF UTAH DIVISION OF

D
GAS zAN MINING

BY
WE L SPACING:

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAx: If proposal is to deepen or plug back, give data on present productive some and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program, if any.
24.

SIGNED TITI.. Drilling Superintendent DAT. May 28, 1985

(This space to ederal or State otace use)

PERMIT NO APPROVAT.DATE

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*SeeInstructionrOn ReverseSde
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false. fictitious or fraudulent statements or representations as to any matter within its



T. 3 M., R. 24 E., S.L.6.#r U•
DAsa ETT couuTY, UTAR

s as•os'4a-e z<.se.st' me.c.

U.5. LANC>
0 &a..ease.

CLAY SAstN - osec-04Go4e
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4 etno
O U.

SCALE 1000

o soo' looo 2ooo'LEGEND
esanom SURFACE OÀER BOUNDARY NOTE: FOR SURFACE INFORMATION (ROAOS, TOPO, DRAINA6E,•••• MINERAL LEASE BOUNDARY SEE AREA MAP.

. OF

* THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM FIELD NOTES
ELL LOCATpN

OF ACTUAL SURVEYS MADE BY ME OR UNDER MY SUPERVISIOþ AND THAT THESA
OF MY K LEUGE

ENGINEERING RECORD
CERTIFIEDSURVEYED: 5•<. SS F.M. FIELD: em¾ eastM .w.

BASIS OF BEARING: ca.AY SAalM, conTwot MaTwon WELL LOCATION PLATSURFACE OWNER: U.S. csoveRNMENY

FORMINERAL LEASE: SLC-o4.so43
LOCATION:sw Y4 Na y4 sec. 25, T- SM.,4.24·s.,o-L.B.4 M1854 FML 14·81' FEL

COUNTY=DAGGeYT
, STATE=tyt DRAwN:5 3o osen SCALE:-1°=

1000ELEVATION AS GRADED:(.165 SV E.D.M. TRtCa.LEVEL4M<a CHECKED DR

BILL BARRETT CORPORATION
RR Well location, PRICKLYPEAR UNIT FASSELIN .I 1E5 T12S, Ri5E, S.L.B.&M //5-19-12-15, located os shown in the SW1/4

c.c NW 1/4 of Section 19, T12S, R15E, S.L.B.&M.,
Brass ca; SB9'55'03'W -- 2184.34' (Meas.) S89°48'W

- 2640.00' (G.L.O.) Carbon County, Utah.
L 1 L

,,,, s,,, e,, BASIS OF ELEVATION
8' High, Sten?

Set Marked Stone Post SPOT ELEVATIONAT THE SOUTHWEST CORNER OF SECTION 7,
steel Post, stones T12S, R15E, S.L.B.&M. TAKEN FROM THE CURRANT CANYON,

LOT 1 QUADRANGLE,UTAH, 7.5 MINUTE SERIES (TOPOGRAPH1CAL
MAP) PUBLISHED BY THE UNITED STATES DEPARTMENT OF
THE INTERIOR, GEOLOGlCALSURVEY. SAID ELEVATION IS
MARKED AS BEING 7563 FEET.

o PR/CKL Y PEAR UN/T B^SIS °EB
^A SGS

S
ABEARINSSERVATION.

EASSELIN /5-19-12-15 e
460' , , E/ev. Ungraded Ground = 7550'420

LOT 2
N

10
Steel Post "o

o o O - o

LOT 3 mm
-- -- --I

o SC A LE
CERTIFICATE

THIS IS TO CERTIFY THAT THE O M PARED FROM
FIELD NOTES OF ACTUAL Sl¿A MAÏiE'W '

DER MY
SUPERYSION AND THAT ME ARE TRUE AN ECT TO THE <

BEST OF MY KNOWLEDGE . My ..

LOT 4 GIS LAND SUR R
Revised: 10-20-04 D.R.B. STR^TIDEJ 9

Revised: 10-07-04 D.R.B.

S89 48'W -

4821.30° (G.L.O.) UINTAH ENGINEERING & I..AND SURVEYING
85 SOUTH 200 EAST - VERNAL, UTAH 84078

LEGEND: (AUTONOMOUSNAD 83) (435) 789-1017
LATITUDE =

39°45'41.64" (39.761567) SCALE DATE SURVEYED: DATE DRAWN:90° SYMBOL LONGITUDE =
110°17'08.19" (110.285608) 1" = 1000' 09-23-04 10-06-04

® = PROPOSED WELL HEAD (AUTONOMOUSNAD 27) PARTY
S.H. L.M. D.R.B.

REFERENCLEO.
PLATA = SECTION CORNERS LOCATED. LATITUDE= 39'45'41.76" (39.761600) WEATHER FILE

LONGITUDE=
110°17'05.63" (110.284897) wARM BILL BARRETT



Drilling Plan
Celsius Energy Company

Clay Basin Unit Well No. 65
Daggett County, Utah

1 & 2. SURFACEFORMATION,ESTIMATEDTOPS ANDWATER,OIL, GAS OR
MINERALBEARINGFORMATIONS:

Mancos - Surface
Frontier - 5825', objective, gas
Mowry - 6030'
Dakota - 6200'
Morrison - 6395'
Total Depth - 6100'

All fresh water and prospectively valuable minerals (as
described by BLMat onsite) encountered during drilling, will
be recorded by depth and adequately protected. All oil and
gas shows will be tested to determine commercial potential.

3. PRESSURECONTROLEQUIPMENT: (See attached diagram)
Operator's minimum specifications for pressure control
equipment requires an 11-inch 3000 psi double gate
hydraulically operated blowout preventer and an 11-inch 3000
psi annular preventer. Surface casing and all preventer rams
will be pressure tested to 1000 psi for 15 minutes using rig
pump and mud. NOTE: The surface casing will be pressure
tested to a minimum of 1000 psi; or one psi per foot; or 70
percent of the internal yield of the casing, whichever is
applicable. B0P's will be checked daily as to mechanical
operating condition and will be tested by rig equipment after
each string of casing is run. All ram type preventers will
have hand wheels which will be operative at the time the
preventers are installed.

BOP systems will be consistent with API RPS3. Pressure tests
will be conducted before drilling out from under casing
strings which have been set and cemented in place. Blowout
preventer controls will be installed prior to drilling the
surface casing plug and will remain in use until the well is
completed or abandoned. Preventers will be inspected and
operated at least daily to ensure good mechanical working
order, and this inspection will be recorded on the daily
drilling report. Preventers will be pressure tested before
dr-illing casing cement plugs.

The District Office will be notified, with sufficient lead
time, in order to have a BLMrepresentative on location during
pressure testing.

4. CASING
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Footage Size Grade Wt. Condition Thread Cement
300 9-5/8 K-55 36 New 8 rd LT&C300' Regular w/3% CaC1

and 1/4# flocele/sx.
6100 5-1/2 N-80 17 New 8 rd LT&C1000' above the uppermost

producing interval with
50-50 Pozmix

AUXILIARYEQUIPMENT:

a) Manually operated kelly cock
b) No floats at bit
c) Monitoring of mud system will be visual
d) Full opening floor valve manually operated

Anticipated cement tops will be reported as to depth; not the
expected number of sacks of cement to be used. The District
Office will be notified, with sufficient lead time, in order
to have a BLMrepresentative on location while running all
casing strings and cementing.

5. MUDPROGRAM: Gel chemical water base mud from surface to
total depth.

Sufficient mud materials to maintain mud properties, control
lost circulation and to contain blowout will be available at
the wellsite.

No chromate additives will be used in the mud system on
Federal and Indian lands without prior BLMapproval to ensure
adequate protection of fresh water aquifers.

6. LOGGING: DIL-SFL-GR - surface casing to total depth
CNL-FDC-GR - 5500 feet to total depth

TESTING: Two DST's in Frontier starting at 5825'

CORING: None.

Whether the well is completed as a dry hole or as a producer,
"Well Completion and Recompletion Report and Log" (Form
3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being
performed, in accordance with 43 CFR 3164. Two copies of all
logs, core descriptions, core analyses, well-test data,
geologic summaries, sample description, and all other surveys
or data obtained and compiled during the drilling, workover,
and/or completion operations, will be filed with form 3160-4.
Samples (cuttings, fluids, and/or gases) will be submitted
when requested by the authorized officer (AO).

7. ABNORMALPRESSUREANDTEMPERATURE: BHT of 130°F expected. No
abnormal pressures anticipated. Anticipated BHP is 2400 psi.

8. ANTICIPATEDSTARTINGDATE: June 15,

0 O
SurfaceOwnerhereby releases BBC,its successors and assigns, fromany and all

damages and claims asserted. The consideration paid by BBC to Surface Owner is
accepted by SurfaceOwner as full and final satisfaction for any and all damages and
claims for damages to the surface which result from any of BBC's operations and
privileges granted under the above Leases. SurfaceOwner herebywaives the right to
collect any further and additional damagesthat may hereafter be asserted in connection
with BBC's use of the land as further described on Exhibit "A" attached hereto and
agrees to acceptin lieu of any such future claims the agreedupon payment provided for in
this Agreement.

Nothing herein shall alter or affect the rights of either party hereto with respect to
surface use or disturbance of Surface Owner's land surrounding the drillsite locations,
respectively, and BBCagrees to give SurfaceOwner advance notice of its intendeduse of
any such surrounding land before commencing any operations thereon pursuant to its
rights.

SurfaceOwnerand BBC do hereby release, discharge and acquit the other from
any and all liability, and shall indemnify the other against any and all claims and demands
for damages,attorneys fees, injury or loss, existing now or done hereafter, to the surface
of said lands or to any third parties arising out of or being the result of their or their
agents, contractors licensees,permittees, successors and assigns own activities on or use
of the subjectproperty. However, such parties' potential liability under this paragraph to
the other shall be limited to the acts and/or omission of its, or its predecessors. agents,
contractors, licensces, permittees, successor and assigns, and shall not include any acts
and/or omissions of the other party, it agents, contractors, licensees, permittees,
successors or assigns. BBC shall reasonably maintain the subject property in order to
prevent unnecessary deterioration of the surface and to keep the property in an unlittered
condition.

Any topsoil which is removed by BBC on Surface Owner's land will be
stockpiled at the drillsiteand will be redistributed on the drillsite upon completion of all
operations and the land resceded with grasses and/or native plants by BBC upon written
request by SurfaceOwner. All mud pits will be filled and material and debris will be
removed from the drillsite upon completion of operations. BBC shall have the right to
remove from the lands covered hereby, at any time during the term hercof or within six
(6) months aller the termination of this Agreement, any or all stmetures, pipes, equipment
and other facilitiesplacedon, over, under, through and across any lands covered hereby,
excepting fences, culverts, and other land improvementsrequired by the Surface Owner,
and title thereto shall be vested in BBCat all times, and shall in no event be considered or
construed as fixtures thereto.

BBC shall maintain all roads used pursuant to this Agreement and shall install
culvertswhere necessary to insure adequate drainage from all roads. BBC shall install
cattleguards where necessary.

This Agreement shall inure to the benefit of the parties hereto, their heirs,
successors and assigns and shall be a burden running with the land.

This Agreement may be executed in any number of counterparts and all such
counterparts shall be deemed to constitute a single Agreement and the execution of one
counterpart by any party hereto shall have the same force and effect as if said party had
signed all other counterparts.

IN WITNESS WHEREOF, the parties have executed this Surface Damage
SettlementAgreement effectiveas of theRday of March, M

Page 2 of



DURATION OF OPERATION: 10 days drilling.

No location will be constructed or moved, no well will be
plugged, and no drilling or workover equipment will be removed
from a well to be placed in a suspended status without prior
approval of the AO. If operations are to be suspended, prior
approval of the A0 will be obtained and notifications given
before resumption of operations.

The spud date will be reported orally to the A0 within 48
hours after spudding. If the spudding occurs on a weekend or
holiday, the report will be submitted on the following regular
work day. The oral report will be followed up with a Sundry
Notice.

In accordance with Onshore Oil and Gas Order No. 1, this well
will be reported on Form 3160-6 "Monthly Report of
Operations", starting with the month in which operations
commence and continue each month until the well is physically
plugged and abandoned. This report will be filed with the
Vernal BLMDistrict Office, 170 South 500 East, Vernal, UT
84078.

Immediate Report: Spills, blowouts, fires, leaks, accidents,
or any other unusual occurrences shall be promptly reported in
accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion
operations, a "Sundry Notice" (Form 3160-5) to that effect
will be filed, for prior approval of the AO, and all
conditions of this approved plan are applicable during all
operations conducted with the replacement rig.

If the well is successfully completed for production, the A0
will be notified when the well is placed in a producing
status. Such notification will be sent by telegram or other
written communication, not later than five days following the
date on which the well is placed on production.

Pursuant to NTL-28, with the approval of the District
Engineer, produced water may be temporarily disposed of into
unlined pits for a period of up to 90 days. During the period
so authorized, an application for approval of permanent
disposal method, along with the required water analysis and
other information, will be submitted to the District Engineer.

Pursuant to NTL-4A, lessees or operators are authorized to
vent/flare gas during initial well evaluation tests, not
exceeding a period of 30 days or the production of 50 MMCFof
gas, whichever occurs first. An application will be filed
with the District Engineer and approval received, for any
venting/flaring of gas beyond the initial 30 day or authorized
test

O O
SURFACE OWNER BILL BARRETT CORPORATION

GeorgeFa elin Huntington T. Walker, its
Vice President - Land

GI a Fasselin

KRISTYPRETTYMAN
92?08110·$741EelUÐ

82 WESTMAINSTATE OF UTAH ) i PRIGE,UTAH84601
) 00Mll.EXPIRES4¾008

COUNTY OF CARBON )

On the 7 day of . 2005, personally appeared before me
GeorgeFasselin and Gloria Fasselin, husband and wife , who, being by me duly sworn,

dulysaid that said instrumentwas signed by said OegigeFayelin and QIeria Fasselin,
husband and wife.

Residing at:

My Commission Expires; Õ CO

STATE OF COLORADO )

COUNTY OF DENVER )

On the gday of $ 4 i , 2005, personally appeared before me Tab
Huntington T. Walker, who,'being by me duly sworn, did say that he is the Vice President

- Landof Bill Barrett Corporationand that said instrumentwas signed in behalf of said
corporation by authority of a resolution of its Board of Directors and said Huntington T.
Walker acknowledged to me that said corporation executed the same.

Notary Pubi;
LE Residing at: Jwonu.

M o n re

oR cot-
MyconminionEgilu-



A schematic facilities diagram as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4 shall be submitted to the appropriate
District Office within 30 days of installation or first
production, whichever occurs first. All site security
regulations as specified in 43 CFR 3162.7 shall be adhered to.
All product lines entering and leaving hydrocarbon storage
tanks will be effectively sealed in accordance with 43 CFR
3162.7-4.

A first production conference will be scheduled within 15 days
after receipt of the first production notice.

No well abandonment operations will be commenced without the
prior approval of the AO. In the case of newly drilled or dry
holes or failures, and in emergency situations, oral approval
will be obtained from the AO. A "Subsequent Report of
Abandonment" Form 3160-5, will be filed with the A0 within 30
days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current
status of the surface restoration. Final abandonment will not
be approved until the surface reclamation work required by the
approved APO or approved abandonment notice has been completed
to the satisfaction of the A0 or his representative, or the
appropriate Surface Managing Agency.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and
operators have the responsibility to see that their
exploration, development, production, and construction
operations are conducted in a manner which conforms with
applicable Federal laws and regulations to the extent that
such State and local laws are applicable to operations on
Federal or Indian

A schematic facilities diagram as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4 shall be submitted to the appropriate
District Office within 30 days of installation or first
production, whichever occurs first. All site security
regulations as specified in 43 CFR 3162.7 shall be adhered to.
All product lines entering and leaving hydrocarbon storage
tanks will be effectively sealed in accordance with 43 CFR
3162.7-4.

A first production conference will be scheduled within 15 days
after receipt of the first production notice.

No well abandonment operations will be commenced without the
prior approval of the AO. In the case of newly drilled or dry
holes or failures, and in emergency situations, oral approval
will be obtained from the AO. A "Subsequent Report of
Abandonment" Form 3160-5, will be filed with the A0 within 30
days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current
status of the surface restoration. Final abandonment will not
be approved until the surface reclamation work required by the
approved APO or approved abandonment notice has been completed
to the satisfaction of the A0 or his representative, or the
appropriate Surface Managing Agency.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and
operators have the responsibility to see that their
exploration, development, production, and construction
operations are conducted in a manner which conforms with
applicable Federal laws and regulations to the extent that
such State and local laws are applicable to operations on
Federal or Indian



CELSlUS/WEXPRO
3000 psi BLOWOUTPREVENTION EQUIPMENT

Bill Barrett Corporation

March 24, 2005
George & Gloria Fasselin
P.O. Box 18
Wellington, UT 84542

Re: RECEIPT FOR CONSIDERATION DUE
TllS-RI4E.TllS-Rl5E,T12S-Rl3S,
Tl2S-Rl4E, T12S-Rl5E, T13S-R14E
Nine Mile Canyon
Duchesne & Carbon Counties. Utah

Dear Mr. & Mrs. Fasselin,

In accordance with our Surface Use Agreement,enclosed is ourcheck described
below as payment for the utility corridor and the wellsite. Please signify your receipt by
signing, dating, and returning one copy of this letter to the undersigned.

Very truly yours,

BILL BARRETT CORPORATION

Mindy Holling ead

Received this day of April, 2005.
Land I dministrator

George Fasselin

Glorfa Fasselin

BILL BARRETT CORPORÀTION us BANK Check.No. 61099 18TH STREET,SUITE2300 N
O 929

DENVER. CO80202
(303) 29ô-1908·

CHECK NUMBER DATE PAY EXACTLY

"diB7,910dols00cts Ma 24-2005 $7,910.00
SEVEN THOUSAND NINE ¾ONDRED TEN-DOLLARS AND NO CENTS

oRG NDGL SEUN

li•00000334861|• *:0929045541:



STANDARD STACK REQUIREMENTS

FURNISHEDBYN° ITEM NOMINAL ID TYPE
OPER. CONTR.

(Rotating fleacl Drilling Nipple when air drilling)

2 Flowline

(eliminated for
3 Fill up Line air drilling) 2" I

Hvdril
Cameron4 Annular Preventer
Shaffer

5 Two Single or One dual Hydril
.

oner rams. 8 F
Drilling spool with 3" and 2"

6 outlets Forged
As ,AlternaÇe to (6) Run Kill7 ana UnoKe tines trom outL€tS

8 6

ethiaSlvram

3-l/8

9 Valve-hydraulically operated
3-1/8

10 Choke Line 3"

11 Gate Valves 2-1/16

12 Check Valve 2-1/16

13 Kill Line 2"

14 Gate Valve 2-1/16

15 Kill Line to Pumps 2"

16 Casing Head

Valve Gate
17 Pluß 1-13/16

18 Compound Pressure Cage

Wear
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FURNISHEDBYN° ITEM NOMINAL ID TYPE
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STANDARD CHOKE AND KILL REQUIREMENTS

FURNISHED BYN° ITEM NOMINAL ID TYPE
OPER. CONTR.

Cross 3" X 3"

Gate Va

eX 2"

1-13/16

21 Compound Pressure Gage

22 Gate Valves 3-1/8

Choke Cam H-2 or
equilivent 3" 2"

24 Gate Valves 3-1/8"

25 Line 3"

26 Line 3"

27 Line

Bill Barrett Corporation

March 18, 2005

Ms. Diana Whitney
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: REVISED Application for Permit to Drill - Bill Barrett Corporation
Prickly Pear Unit Fasselin #5-19-12-15
Lot 2, SWNW, 1780' FNL, 460' FWL
Section 19, T12S-Rl5E, S.L.B.&M., Carbon County, Utah

Dear Ms. Whitney:

Per your request on the enclosed e-mail dated March 1, 2005, BBC respectfully submits
the revised drilling program and APD cover. If you have any questions, please contact
me at 303-312-8168.

Sincerely,

fracey F ang
Permit Analyst

Enclosures

1099 18TH STREET

BECENED SUITE 2300

2 i 2005 DENVER, CO 80202

P 303.293.9100

DRO!OL GAS WN\NG
F
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Form 3160--3 SUBMIT EN TRIPLICATE• Form approved.

(November 1983) (Other instructions on Budget Bureau No. 1004-013
(formerty 9-33tC) UNITED STATES reverse utdel Expires August 31, 1985

DEPARTMENT OF THE INTER lOR 5. l.EARE DERICNATION AND BERIAL WO.

BUREAU OF LAND MANAGEMENT SL-045049-a

APPLICAflON FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK * "'"""" ^^"'"'°••'"'"'"'

la. Trrcor woaK

DR1LLQ DEEPEN O PLUG BAG( O ' """ '°"'"'"' "'""
b. TyreorwmLL Ûlay BBSin

a LL .t. OTHER
El S. FARM OR MAar NAME
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P. O. Box 458, Rock Springs, WY 82902 ao. rasen suo room, on wasocar

4. ALocars « or wcLI. (Report location clearly and in accordance with any Stat
F Of clay Basin

GAS L 11. ..<. 2.. ... ... .. .c a.
SW NE, 1834' FNL, 1481' FEL NING AND BUMM OR AREA

At proposed prod. mone

23-3N-24E
14. DINTANCE IN MILES AND DIRECTION FROM NzaagsT TowN OR rosT OrriCE* 12. COUNTT OE PARISH 13. BTATE
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10. DISTANCE FROM PROPoaco• 16. No. or AcaEs IN Laans 17. No. or acars Aasranzo

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE•"· 1159' 1440.00 NA(Also to nearest drig. unit line, if anyt
DisTÄfE FROM PROPOSED LOCATION* 19. PHOPOSED DEPTH 20. ROTART OR CABLE TOOLS
TO NEAREST WELL, DRILLING, CO.tirLETED.

OR AFFLIED FOR, ON TRES I.EAa.. rr. NA 6100' Rotary
ELEVATIONs (Show whether DF, RT. CR, etc.) 22. Arraox. oarm woaK waLE. arkar•

GG 6755' June 15, 1985
23.

PROPOSED CASING AND CEMENTING PROGRAM

IZE OF HOLE SIžE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

2_-1/4 9-5/8 36 300 300' of Regular with 3°¿ Call
and 1/4-pound flocele/sack

7-7/8 5-1/2 17 6100 1000' above the uppermost
producing interval with
50-50 Pozmix.

See attached drilling plan.

JUN1985

IN ABOVE SPACE DESCRIBE PROPOSED PROonAM : If proposat is to deepen or lug back, give data on present producttre sòne and proposed new productivezone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and sneasured and trtre vertical depths. Give blowout
preventer prograrn, if any.

(This space for Fe al or State office use)

*S., Instructions On R.vers. Side
Title 18 U.S.C. Section 1001. makes it a crime for anv nerson konwin=1, 2,,a n,;tir..itu en ....x,- .- ---. a----•---• -- -

0 0

DRILLING PROGRAM

BILL BARRETT CORPORATION
Prickly Pear Unit Fasselin #5-19-12-15

Lot 2, 1780' FNL & 460' FWL (Surface)
SWNW, Section 19, Tl2S-R15E

Carbon County, Utah

l -3. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and

Gas and Other Minerals

Green River Surface
Wasatch 2860'
North Horn 4755'
Price River 6445'
Base of Upper PR 6745'
Bluecastle 78 15'
Nes len 8 120'
Castlegate 8440'
Blackhawk 8610'
Kenilworth 8960'
Aberdeen 9110'
Spring Canyon 9210'
Mancos 9400'
TD 9500'

PROSPECTIVE PAY
Members of the Mesaverde formation are primary objectives for oil/gas. North

Horn and Wastach are secondary objectives for oil/gas.

4. Casing Program (Exhibit A attached)

SETTING
B DEPTH (MD)

DIŒ222_ 22_ (FlOMOR) O.D. Weight Grade Thread Condition

Surface 12 ¼" Surface 1,000' 9 5/8" 36# J or K 55 ST&C New

Production 7 7/8" Surface 9,500' 5 V2" _17#
_

N-80 LT&C New

5. Cementing Program (Exhibit B attached)

9 5/8" Surface Casing Lead with approximately 240 sx Halliburton Light Premium
with additives mixed at 12.7 ppg (yield = 1.85 ft'/sx) and

tail with approximately 170 sx Premium cement with
additives mixed at 15.8 ppg (yield = 1.16 ft'/sx) circulated
to surface with 100%



RECEIVED
JUL 08 1985

DIVISiON OF OCONDITIONSOF APPROVALFOR NOTICE TO DRILL GAS & MihuN
IL

Company Wexpro Company Well No. 65

Locatten Section 23, T3N, R24E Lease No. SL-045059 a

Onsite Inspection Date June 12, 1985

A. DRILLING PROGRÀM

1. Pressure Control Equipment

Choke manifold system will be consistent with API RP 53.

Ram-type Preventers shall be tested to 2,000 psi. Annular
Preventers shall be tested to 1,500 psi.

2. Casing Program

Cement for the surface casing shall be brought back up to
surface level.

3. Drilling and Completion Reports

Daily drilling and completion progress reports shall be submitted
to this office on a weekly basis.

B. SURFACEUSE PLAN

1. Planned Access Roads

Width: Maximun 30' right-of-way

2. Methods of Handling Waste Disposal

The reserve pit may or may not be lined. To be determined after
construction of the pit.

3. Well Site Layout

The reserve pit will be located on the east side of the location
between points E and F.

4. Other Information

Rotate the location 90 degrees counter clockwise.

Divert drainage on the north side of the location.

Surface pipeline to be installed. Applied for via Sundry

.

O e
Bill Barrett Corporation
Drilling Program
Prickly Pear Unit Fasselin #5-19-12-15

Carbon County, Utah

5 ½" Production Casing Approximately 1060 sx 50/50 Poz Premium cement with

additives mixed at 13.4 ppg (yield = l.49 ft'/sx). Top of

cement to be determined by log and sample evaluation,

estimated TOC 2500'

Note: Actual volumes to be calculated from caliper _log.

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

0 - 40' 8.3 -- 8.6 27 -40
-- Native Spud Mud

40 - 1000' 8.3 - 8.6 27 - 40 15 cc or less Native/Gel/Lime

1000 - TD 8,6 -9.5 38 -46 15 cc or less LSND/DAP

Note(s): Sufficient mud materials to maintain mud properties, control lost circulation and to

contain "kicks" will be available at wellsite. If deviation problems and increased torque and drag

occur, may add #2 diesel oil with ENVlRO-TORQ/ EZ-GLIDE for reduction and increased ROP.

7. BOP and Pressure Containment Data (Exhibit C attached)

Depth Intervals BOP,Equipment

0 - 1000' No pressure control required

1000' - TD l l" 3000# Ram Type BOP
l1" 3000# Annular BOP

- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;

- The State of Utah, Division of Oil, Gas and Mining, will be notified 24 hours in

advance of all BOP pressuretests.

8. Auxiliary Equipmeni

a) Upper kelly cock; lower Kelly cock will be installed while drilling

b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use

d) Mud monitoring will be visually observed

9. Testing, Logging and Core Programs

Cores None anticipated;

Testing None anticipated; drill stem tests may be run on shows of interest;

Sampling 30' to 50' samples; surface casing to TD. Preserve samp_les all show intervals;

Surveys _ Run every 1000' and on trips, slope only;

Logging DIL-GR-SP, FDC-CNL-GR-CAL-Pe-Microlog, Sonic-GR, all TD to surface.

Page



In the event after-hour approvals are necessary, please contact one
of the following individuals:

Craig M. Hansen (801) 247-2318
ADMfor Minerals

Gerald E. Kenczka (801) 781-1190
Petroleum Engineer

R. Allen McKee (801) 781-1368
Petroleum

O g
Bill Barrett Corporation
Drilling Program
Prickly Pear Unit Fasselin #5-19-12-15

Carbon County, Utah

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 4693 psi* and maximum

anticipated surface pressure equals approximately 2603 psi** (bottom hole pressure minus the

pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

11. Drilling Schedule

Spud: Approximately May 30, 2005
Duration: 25 days drilling time

35 days completion time

12. Water Source

Bill Barrett Corporation (BBC) will utilize an existing water well on BLM lands in the SW/4 SE/4

Section 13-T12S-R14E. BBC was granted this authorization by the State of Utah Application #

90-1826 (T74077) on August 20, 2002.

13. Archaeology

No cultural resource inventory is necessary as this locationis located on fee lands.

14. Surface Use Agreement

Surface owners for this location are Mr, and Mrs. George and Gloria Fasselin, PO Box 18,

Wellington, UT 84542. The surface use agreement is being negotiated and a copy will be

submitted under separate cover when executed.

Page



OPERATOR a . DATE

WELLNAME

SEC SmNe 4.3 T _FAi R J// CouNTY Ays

API NUMBER TYPE OF LEASE

CHECKOFF:

PLAT BOND NEARESTWELL

LEASE FIELD POTASHOR
OIL SHALE

PROCESSINGCOMMENTS:

APPROVALLETTER:

SPACING: A-3 c-3-a
IT CAUSENO. & DATE

c-3-b c-3-c

STIPULATIONS:

11/2/84

OPERATOR a . DATE

WELLNAME

SEC SmNe 4.3 T _FAi R J// CouNTY Ays

API NUMBER TYPE OF LEASE

CHECKOFF:

PLAT BOND NEARESTWELL

LEASE FIELD POTASHOR
OIL SHALE

PROCESSINGCOMMENTS:

APPROVALLETTER:

SPACING: A-3 c-3-a
IT CAUSENO. & DATE

c-3-b c-3-c

STIPULATIONS:

11/2/84



STATEOF UTAH Norman H Banaerter, Governor
NATURALRESOURCES Dee C Hansen, E ecutive Director
Oil, Gas & Mining Dianne il Nielson, Ph.D sion Director

55 North Temole · 3 Triad Center • Suite 350 Salt Lake Citv, UT84180-1203•801-538-5340

June 12, 1985

Celsius Energy Company
P. 0. Box 458
Rock Springs, WY82902

Gentlemen:

Re: Well No. Clay Basin Unit 65 - SW NE Sec. 23, T. 3N, R. 24E
1834' FNL, 1481' FEL - Daggett County, Utah

Approval to drill the above-referenced gas well is hereby granted in
accordance with Section 40-6-18, Utah Code Annotated, as amended 1983, and
predicated on Rule A-3, General Rules and Regulations and Rules of Practice
and Procedure, subject to the following stipulations:

1. Prior to commencement of drilling, receipt by the Division of
evidence providing assurance of an adequate and approved supply of
water.

In aadition, the following actions are necessary to fully comply with
this approval:

l. Spudding notification to the Division within 24 hours after drilling
operations commence.

2. Submittal to the Division of completed Form OGC-8-X, Report of Water
Encountered During Drilling.

3. Prompt notification to the Division should you determine that it is
necessary to plug and abandon this well. Notify John R. Baza,
Petroleum Engineer, (Office) (801) 538-5340, (Home) 298-7695, or
R. 3. Firth, Associate Director, (Home) 571-6068.

4. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway or an application
for an extension is made prior to the approval.expiration date.

an equal opportunity

0 0
weliname: Utah: Nine Mile
Operator: Bill Barrett
String type: Surface

Location: Uintah County, LJT

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No
Mud weight: 9.50 ppg . Design factor 1.125 Surface temperature: 75.00 °F

Bottom hole temperature: 89 °F

Design is based on evacuated pipe. Temperature gradient: 1.40 °F/100ft

Minimum section length: 1,000 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
inticipated surface

pressure: 2,735 psi
Internal gradient: 0.22 psilft
Calculated BHP 2,955 psi Tension: Non-directional string.

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

Annular backup: 9.50 ppg Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Ne×tsetting depth: 10,000 ft
Tension is based on buoyed weight. Next mud weight: 9.500 ppg
Neutral point: 859 ft Next setting BHP: 4,935 psi

Fracture mud wt: 10.000 ppg
Fracture depth: 10,000 ft
injection pressure 5,195 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) . (ft) (ft) (in) (ft")
1 1000 9.625 36.00 J/K-55 ST&C 1000 1000 8.796 71.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 493 2020 4.094 2735 3520 1.29 31 453 14.64 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: August 1,2003
by: BillBarrett FAX: (303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vedical depth of 1000 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on theWestcott. Dunlop& Kemier method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the



Page 2
Celsius Energy Company
Well No. Clay Basin Unit 65
3une 12, 1985

The API number assigned to this well is 43-009-30063.

John R. Baza
P troleum Engineer

jbl |
Enclosures
cc: Branch of Fluid

Page 2
Celsius Energy Company
Well No. Clay Basin Unit 65
3une 12, 1985

The API number assigned to this well is 43-009-30063.

John R. Baza
P troleum Engineer

jbl |
Enclosures
cc: Branch of Fluid



Nonneœe0
83) UÍ..ED STATES susurr in raríkm· Eps

sr N3 1004-0135

(FormeriV 9-331) DEPARTMENTOF THE INTERIOR w.°r'ULdstructione we re-
5 L NATION Amo e a L No.

BUREAU OF LAND MANAGEMENT SL-045049 <L

SUNDRY NOTKES AND REPORTSON WELLS
'""""^¯ "" °¯"' '

(Do not use this form for proponais to drill or to deepen or plug back to a diterent reservoir.
Use ••APPLICATION FOR PERMIT-" for auch proposals.)

--

1. 7. UNET AGREssa-T MAME

°'t., O °^.".... E or... Clay Basin
2. NAME OF OPERATOR . FARM 08 LEASE NAME

Wexpro Company Unit
3. Anormaa or orsaatos 9. want, so.

P. O. Box 458, Rock Springs, WY 82902 JUN2 7 65
4. t.ocaTion or «stL (Report location clearly and in accordance with any State requiremen 10. WEELD AND POOL, OR WILDCAT

See also space 17 below.)
at surface Clay Basin

N UN 11. a.c.. r., n.. m.. OR BI.K. AND

G IL ....., on an.«
SW NE, 1834' FNL, 1481' FEL NO

23-3N-24E
Prrait: No 15. EtÆvATrows (Show whether or. RT. ex. etc.) 12. Coonrr om rastaa 13. arate

GG 6755' Daggett Utah

Cheel<Appropriote Box To Indicate Nature of Notice, Report,or OtherData
NOTICE Or INTENTION TO: SUBBBQUENT ESTORT Or:

TEST WATER SHUT4rr PCLL OR ALTER CASING WATER SHOT-Orr REPAIRING WELL

P.ACTL RE TREAT MULTEPLE COMPl.ETE FRACTURE TREATMENT ALTERING CARINO

NHOUT OR ACIDELE ABANDON* SHOOTING OR ACIDEZING ABANDONMENT*

HEPAIK WELL CHANGE PLANs (Other)
(Notz: Report resulta of multiple completion on Well•Oth ) Amend APD , X ompletion or Recomipletion Report and Log form.)

SED on conri.ETED orERATsoNs (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting anyas ork. If well is directionally drilled. give subsurface locations and measured and true vertical depths for all markers and sones perti-

Please note that Wexpro Company is the correct operator for the above captioned
well· It was previously submitted under Celsius Energy Company.

I hereby certify that the foregolog is true and correct

SIGNED -

Titt,e Drilling Superintendent DAT. June 6, 1985
(This space for Federal or State omce use)

APPROVED BY TITLE DATECONDITIONS OF APPROVAL. 1F ANY:

*See Instructions on ReverseSide

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any departme t or agency of theUniteo States any false, fictitious or fraudulent statements or representations as to any matter within its

e e

EXHIBIT



w/ok

DIVISIONOFOIL,GASANDMINING

SPUDDINGINFORMATION43-009-30063

NAPEOFCOMPANY: wexppo
WFilNAMF: CTAY RASTN UNTT #AG

SECTION SW NE 23 IOWNSHIP 3N RANGF 74F COUNTYnAcavTT

DRILLINGCONTRACTORRAM DRILLING

RIG# 1

SPUDDED:DATE 7-10-85

TIME 9:00 AM

ÑOW Dry Hole Spud

DRILLINGWILL COMMENCEApprox. 7-15-85 01sen Drilling

EPORTEDBY Shirley

TELEPHONEÑ 307-387-9791

DATE
¯"" SIGNED

9 e

Bill Barrett Corporation

NINE MILE CEMENT VOLUMES

Prickly Pear Unit Fasselin #5-19-12-15

Surface Hole Data: Calculated Data:

Total Depth: 1,000' Lead Volume: 219,2 ft"

Top of Cement: 0' Lead Fill: 700'

OD of Hole: 12.250" Tail Volume: 94.0 ft

OD of Casing; 9.625" Tail Fïll: 300'

Cement Data: Calculated # of Sacks:

Lead Yield: 1.85 ft /sk # SK's Lead:

Tail Yield: 1.16 ft'/sk # SK's Tail:

% Excess: 100%

Production Hole Data: Calculated Data:

Total Depth: 9,5Õ0 Lead Volume: 1212.8 f

Top of Cement: 2,500' Lead Fill: 7,000'

OD of Hole: 7.875"
OD of Casing: 5.500"

Cement Data: Calculated # of



Nonne
983) (JNITED STATES syng..rr,_I; gr.gx T=• Ep

rees
u

tN3
,

109 5-0135

(Formerly 9-331) DEPARTMENT OF THE INTERIOR verse side) 5. LEASE DESIGNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT SL-045049

SUNDRYNOTICESAND REPORTSON WELLS
A. IF INDIAN, ALLOTTEE On TRIam NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT-'' for such proposals.)

1. 7. UNIT AeamsmaxT Maxa°w'L.,O "w^."I,L
om ÇlâV SSSin

2. NAME OF OPERATOR 8. PARM 08 LEASE NAME

Celsius Energy Company Unit
3. ADDREBB OF OPERATOR 9. WELL NO.

P. O. Box 458, Rock Springs, Wyoming 65
4. LOCATION OF WELL (Report location clearly and in accordance with any State requiremente.• 10. FIELD AND POOL, 08 WII.DCAT

See also space 17 below.)
At surface

11. asc., T., m., x., om BLK. AND
agavat om As-A

SW NE, 1834' FNL, 1481' FEL 23-3N-24E
14. PERMIT NO. 15. ELEVATIONs (Show whether or, RT, on, etc.) 12. couary on rantaa 18. -TATE

43-009-30063 6755' GG Dafgett i Utah
16. ( OCÑÀppropriott 80x IO Indicate Nature of Notice, Report,or OtherData

NOTICE OF INTENTION TO: SUBSEQUENT REPORT 07:

TEST WATER BROT4rr PCLL OR ALTER CASING WATER SHOT-Orr REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CARING

SHOOT OR ACIDiz- ABANDON* BROOTING OR ACIDIZING ABANDONNENT*

REPAIR WELL CHANGE PLANS (Other)
(NoTE: Report results of multiple completion on Wel(Other)

-- Completion or Recorapletion Report and Log form.)
17. DEscaraE PrtOPOSED OR CO.i!PLETED OPERATIONS (Clearly State all pertiDent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and gones perti-
nent to this work.) •

Dry Hole spudded 7-10-85 9:00 am by Ram Air Drilling Rig #1

Olsen Drilling Company will be moving onto location to drill well.

Drilled dry hole to 318'.

8 I hereby tha et oing i d correct

SIGNED / J TITLE ASST. DRTT T.TNG SUPT- DATE 7-1l-RS
(This space for Federal or State ofBce use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See lustructions on ReverseSide

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of theUnited States any {afse, fictitious or fraudulent statements or representations as to any matter within its

O

Prickly Pear Unit Fasselin #5-19-12-15 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (700' - O')
Halliburton Light Premium Fluid Weight: 12.7 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.85 ft3/sk

0.125 lbm/sk Ploy-E-Flake Total Mixing Fluid: 9,9 Gal/sk

Top of Fluid: O'
Calculated Fill: 700'

Volume: 78.09 bbl
Proposed Sacks: 240 sks

Tail Cement - (1000' - 700')
Premium Cement Fluid Weight: 15.8 lbm/gal

94 lbm/sk Premium Cement Slurry Yield: 1.16 ft3/sk

2.0% Calcium Chloride Total Mixing Fluid: 4.97 Gal/ sk

0.125 lbm/sk Ploy-E-Flake Top of Fluid: 700'
Calculated Fill: 300'

Volume: 33.47 bbl
Proposed Sacks: 170 sks

Job Recommendation Production casing

Lead Cement - (9500' - 2500')
50/50 Poz Premium Fluid Weight: 13.4 lbm/gal

3.0 % KCL Slurry Yield: 1.49 ft3/sk

0.75% Halad®-322 Total Mixing Fluid: 7.06 Gal/ sk

3.0 lbm/sk Silicalite Compacted Top of Fluid: 2,500'

0.2% FWCA Calculated Fill: 7,000'

0.125 lbm/sk Poly-E-Flake Volume: 280.78 bbl

1.0 lbm/sk Granulite TR 1/4 Proposed Sacks: 1060



Form approva
o'"', $ý,sa, UNITED STATES agggrf-IN TRI Bud t se 4 00 135

Formerly 9-331) DEPARTMENT OF THE INTERIOR wer.e side) . r.masa DaaroxaTioN AND SERIAL NO.
BUREAU OF LAND MANAGEMENT SL-045049

SUNDRYNOTICESAND REPORTSON WELLS . IF INDIAN, AROWEB OR HUNI NAME

(Do not use tbis form for proposals to drill or to deepen or plug back to a diferent reservoir.Use "APPLICATION FOR PERMIT--" for such proposals.)
1.

OIL GA.

¯

RECEIVED UNN AGERRENT NAME
wsLL war,L oTsza Çlay BaSiû2. NAME OF OPERATOR

• FARM OB LBABB NAME

Celsius FueryV Company $1 29 1985 t3. Anonsaa or orsaarom 9. WELL NO.

P. O. Rox 65A, Rock S rings Wvomine 8290:h , 65
.

4. LocATION Or war,r, (Report location c early Knd'in aécordanc¥ with any W 10. FIELD AND POOL, OR WILDCATal s'pace 17 below.)
GAS & MINfNG Clay Basin

11. sac., T., a., x, omBLE. AND
SURVET OR ARMA

SW NR 1R34' FNT., láRl' FRT. 23-3N-24E14. PERMIT NÔ. 15. ELEVATIONS (Show whether or, RT, om, etc.) 12. Couxxx on PAzzaa 18. arArm
63-009-300A3 I 6755' FF

. Daggett Utah
2e Geck Appropriate BoxTo indicate Nature of Notice,Report,or OdserData

NOTICE OF INTENTION TO: BUSSEQUENT REPORT 07:
TEST WATER BRUT-Orr PCLL OR ALTER CASING WATER BRUT-OFF REPAIRING WELI.
FRACTURE TREAT MULTIPLE COMPI.ETE FRACTURE TREATMENT Al,TERING CABING
SHOOT OR ACIDIER ABANDON*

BROOTING OR ACIDIEING ABANÅNMENT*
nsPAm WEl.I. CHANGE PI.ANS (Other) Supplemen al

(Nors: Report resulta et multiple eompletion on Wel( ther)
Completion or Recompletion Report and Log form.)17. DESCRIBE PROPOSED OR CO3fPLETED OPERATIONs (Clearly state all pertinent details, and give pertinent dates, laeloding estimat date of starting anyproposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and gones perti-nent to this work.) *

Rotary moved on location 7-19-85 at 9:00 pm. Olsen Drilling Company Rig #5
Total Depth 885'. Drilling.

I hereby cert the a true and correct

TITLE T)RTT.T TNG SUPERTNTENDF
(This space for Federal or State ofBee use)

APPROVED BY TITLE
DATECONDITIONS OF APPROVAL, IF ANY:

*See instructionson ReverseSide
Title Ib U.S.C. Section 1001. makes it a crime for any person knowingly and willfully to make to any department or agency of the
unneo Statcs any (Mse, fictitious or fraudulent statements or representations as to any matter within its

e e

EXHIBIT



°,"",2,°¯

923, UL. (ED STATES sgsgrogy Targgts• Ë,, Nol. 1109045-0135

FOrmerly 9-331) DEPARTMENT OF THE INTERIOR Terse side) i Laasm oESIGNATION AND 88BIAL NO.

BUREAU OF LAND MANAGEMENT SL 045049

SUNDRYNOTIŒs AND REPORTSON WELLS
A. W INDIAN, AI,LOTTEE OB TRIBE NAME

(Do not tage this form for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT-" for auch proposals,)

1. Ÿ. UNIT AGREEMENT NAME

w LL war,L orama Clay Basin
2. Naus or oPERATO. AECOVED 8. FMM OB LEASE NAME

Celsius Energy Company Unit
3. Annassa or ormastoa 9. WELL NO.

AUG2 6 1985
P. O. Box 458, Rock Springs, WY 82902 65

4. LOCATION OF «ELL (Report location clearly and in accordance with any State requirementa.* 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)
at """* Olvi y UF OIL Clay Basin

GAS& MINING u. ..c.,2........ORRI.K. AND
BURVET OE ABRA

SW NE 1834' FNL, 1481' FEL 23-3N-24E
14. PERMIT NO. 15. EIÆVATIONS (Show whether or, aT. an. etc.) 12. CouxTT om PAmran 18. ar1Ta

43 009 30063 6755 GR Daggett Utah

16 CheckAppropriate BoxTo Indicate Nature of Notice, Report,or OtherData
NOTICE Or INTENTION TO: BUBBBQUENT REPORT 07:

TEST WATER SBUT-Orr PULL OR ALTER CASING WATER SHUT-Orr REPAIRING WELL

FRACTURE TREAT IIULTIPLE COMPlÆTE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIER ABANDON• X BROOTING OR ACIDIEING ABANDONNENT*

REPAIR WELL CHANGE PLANS (Other)
(Nors: Report results of multiple completion on

Wel¯
(Other) Completion or Recompletion Report and Log form.)

17. DEscalsE I•aorOBED OR CO5tPLETED OPERATroNs (Clearly state all pertinent details, and give pertinent dates, including estimatea date of starting any
proposed work. If well is dirmetionally drilled. give subsurface locations and measured and true vertical depths for all markers and sones perti-
nent to this work.) •

We intend to set a cast iron bridge plug at 5710' KBM. , (Frontier perforations
are at 5734' - 5739', 5745 - 5756', 5780 - 5786', 5802' - 5813' 5826' - 5833'
w/ 2 SPF). Dump six sacks of cement on the bridge plug cut off the 5 1/2"
casing at approximately 4000' . Pull the casing out of the hole. Set a 7.5
sack plug, 100' below through 100' above the 5 1/2 inch casing stub. Set a
70 sack plug 100' below and 100' above the 9 5/8 inch casing shoe. Set a .

50' plug at surface. Cut off casing 3' below the ground level and weld a
steel cap on the 9 5/8 inch casing. Install a regulation dry hole marker.
Reclaim location.

Verbal approval granted 8/14/85 by Jerry Kenczka

ACCEPTED BY THE E

Federalapprovatof this acten OF UTAH DIVISI

is required before commencing OIL GAS ANl) MIN!N

operations E. <$ /ES

18. b r

TITLE Staf f Pt nata 8 85

(This space for Federal or State omce use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructionson ReverseSide

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United Sta:es any false, fictitious or fraudulent statements or representations as to any matter within its

°,"",2,°¯

923, UL. (ED STATES sgsgrogy Targgts• Ë,, Nol. 1109045-0135

FOrmerly 9-331) DEPARTMENT OF THE INTERIOR Terse side) i Laasm oESIGNATION AND 88BIAL NO.

BUREAU OF LAND MANAGEMENT SL 045049

SUNDRYNOTIŒs AND REPORTSON WELLS
A. W INDIAN, AI,LOTTEE OB TRIBE NAME

(Do not tage this form for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT-" for auch proposals,)

1. Ÿ. UNIT AGREEMENT NAME

w LL war,L orama Clay Basin
2. Naus or oPERATO. AECOVED 8. FMM OB LEASE NAME

Celsius Energy Company Unit
3. Annassa or ormastoa 9. WELL NO.

AUG2 6 1985
P. O. Box 458, Rock Springs, WY 82902 65

4. LOCATION OF «ELL (Report location clearly and in accordance with any State requirementa.* 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)
at """* Olvi y UF OIL Clay Basin

GAS& MINING u. ..c.,2........ORRI.K. AND
BURVET OE ABRA

SW NE 1834' FNL, 1481' FEL 23-3N-24E
14. PERMIT NO. 15. EIÆVATIONS (Show whether or, aT. an. etc.) 12. CouxTT om PAmran 18. ar1Ta

43 009 30063 6755 GR Daggett Utah

16 CheckAppropriate BoxTo Indicate Nature of Notice, Report,or OtherData
NOTICE Or INTENTION TO: BUBBBQUENT REPORT 07:

TEST WATER SBUT-Orr PULL OR ALTER CASING WATER SHUT-Orr REPAIRING WELL

FRACTURE TREAT IIULTIPLE COMPlÆTE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIER ABANDON• X BROOTING OR ACIDIEING ABANDONNENT*

REPAIR WELL CHANGE PLANS (Other)
(Nors: Report results of multiple completion on

Wel¯
(Other) Completion or Recompletion Report and Log form.)

17. DEscalsE I•aorOBED OR CO5tPLETED OPERATroNs (Clearly state all pertinent details, and give pertinent dates, including estimatea date of starting any
proposed work. If well is dirmetionally drilled. give subsurface locations and measured and true vertical depths for all markers and sones perti-
nent to this work.) •

We intend to set a cast iron bridge plug at 5710' KBM. , (Frontier perforations
are at 5734' - 5739', 5745 - 5756', 5780 - 5786', 5802' - 5813' 5826' - 5833'
w/ 2 SPF). Dump six sacks of cement on the bridge plug cut off the 5 1/2"
casing at approximately 4000' . Pull the casing out of the hole. Set a 7.5
sack plug, 100' below through 100' above the 5 1/2 inch casing stub. Set a
70 sack plug 100' below and 100' above the 9 5/8 inch casing shoe. Set a .

50' plug at surface. Cut off casing 3' below the ground level and weld a
steel cap on the 9 5/8 inch casing. Install a regulation dry hole marker.
Reclaim location.

Verbal approval granted 8/14/85 by Jerry Kenczka

ACCEPTED BY THE E

Federalapprovatof this acten OF UTAH DIVISI

is required before commencing OIL GAS ANl) MIN!N

operations E. <$ /ES

18. b r

TITLE Staf f Pt nata 8 85

(This space for Federal or State omce use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructionson ReverseSide

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United Sta:es any false, fictitious or fraudulent statements or representations as to any matter within its



DOUBLE"D" ENTERPRISESRECEIVED
B.O.P. Test Report A G 0 2 1985

D N F OtL
GAS 8 NING ,

B.O.P. TEST PER FO RMEDON (DATE).......................... .............................................................................,........,... . ....

OIL CO.: ................. .f.. . ...AÔ.......... ...........................................................................,.............. .

WELLN AME & NUMBE R............. .... .. . ............ . GG.f.S...,......... .Ûl.Ñ.A.6,................. . .. .

SECTION................ .................................................
.......................................................................,... ...... ......... ...

TOWNSH IP........... ...

...........................................................................................................,........................,....... ...

RANGE................. .. ... .......................................
..........................................................,...............,...................

COUNTY............... ...A . ..W........... .......i...
.T.A.L.........................................,...,..........................,......

DRILLING CO NTRACTO R............ .Ñ..f..b................................................................................................,....,............

INVOICES BILLED FROM: DOUBLE "D" ENTERPRISES, INC.
213 Pine Street - Box 560
Shoshoni, Wyoming 82649
Phone: (307) 876-2308 or (307) 876-2234

TESTED BY: DOUBLE "D" ENTERPRISES, INC.
712 Morse Lee Street
Evanston, Wyoming 82930
Phone: (307) 7 -9213 or (3 7) 789-9214

OIL CO.S ITEREPRESENT ATIVE........... . ....... Û. .. .................... . ...T . .........,.....,........,....,......,....,.. ..........,

RIG TOOL PUSH ER................................................................................................................................,......,..,.....,.,, ...,,,,,,,,

TEST EDO UT OF................... .U.id.TÖ.. ..................................................................................,....,.. ......

NOTIFI ED PRIOR TO TEST: .............. ............. ..,. RL......................,...,............,... ....... ........,......

COPIESOFTH ISTE ST RE PO RTSENT CO PIES TO: ........ ................ ............................... ....... ......,....,...

ORIGINAL CHART &TEST REPORT ON FILEAT: ................ ..U.

BOP D PRESSURE CONTAINMENT D A

Pressure will be maintained for a period of at least ten (10) minutes or until the
requirements of the test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition the pipe and blind rams will be activated each trip, but not more than
once each day. All BOP drills and tests will be recorded in the IADC driller's
log.

D. Choke Manifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or are targeted
with running tees, and will be anchored to prevent whip and vibration.

E. Accumulator:

The accumulator will have sufficient capacity to open the hydraulically-controlled
choke line valve (if so equipped), close all rams plus the annular preventer, and
retain a minimum of 200 psi above precharge on the closing manifold without the
use of closing unit pumps. The fluid reservoir capacity will be double the usable
fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be maintained at the manufacturer's recommendations.

The BOP system will have two (2) independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent
power sources and will maintain a charge equal to the manufacturer's
specifications.

The accumulator precharge pressure test will be conducted prior to connecting the
closing unit to the BOP stack and at least once every six (6) months thereafter.
The accumulator pressure will be corrected if the measured precharge pressure is
found to be above or below the maximum or minimum limits specified in the
Onshore Oil & Gas Order Number 2.

A manual locking device (i.e. hand wheels) or automatic locking device will be
installed on all systems of 2M or greater. A valve will be installed in the closing
line as close as possible to the annular preventer to act as a locking device. This
valve will be maintained in the open position and will be closed only when the
power source for the accumulator is
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BOP ND PRESSURE CONTAINMENT TA

Remote controls shall be readily accessible to the driller. Remote controls for all
3M or greater systems will be capable of closing all preventers. Remote controls
for 5M or greater systems will be capable of both opening and closing all
preventers. Master controls will be at the accumulator and will be capable of
opening and closing all preventers and the choke line valve (if so equipped).

F. Miscellaneous Information:

The Blow-Out Preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of Onshore Oil & Gas Order Number 2. The choke manifold and BOP extension
rods with hand wheels will be located outside the rig sub-structure. The hydraulic
BOP closing unit will be located at least twenty-five (25) feet from the well head
but readily accessible to the driller. Exact locations and configurations of the
hydraulic BOP closing unit will depend upon the particular rig contracted to drill
this hole.

A flare line will be installed after the choke manifold, extending 125 feet
(minimum) from the center of the drill hole to a separate flare
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Well name: 01-05 Bill Barrett Prickley Pear 5-19-12-15
operator: Bill Barrett Corp
String type: Surface Project ID:

43-007-30860
Location: Carbon

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 79 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 185 ft

Burst:
Design factor 1.00 Cement top: 0 ft

BELat
Maxanticipated surface

pressure: 454 psi
Internal gradient: 0.447 psilft Tension: Non-directional string.
Calculated BHP 900 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 9,700 ft
Tension is based on air weight. Next mud weight: 9.500 ppg
Neutral point: 873 ft Next setting BHP: 4,787 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 1,000 ft
Injection pressure 1,000 psi

¯Run
Segment Nominal End True Vert Measured Drift Internal

Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity
(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')

1 1000 9.625 36.00 J-55 LT&C 1000 1000 8.796 71.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
i 447 2020 4.522 900 3520 3.91 36 453 12.59 J

Prepared ClintonDworshak Date: February 28,2005
by: Utah Div. of Oil &Mining Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correction for tension,
Collapse is based on a vertical depth of 1000 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the
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Well name: 01-05 Bill Barrett Prickley Pear 5-19-12-15
Operator: Bill Barrett Corp
String type: Production Project ID:

43-007-30860
Location: Carbon

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.500 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 201 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
Design factor 1.00 Cement top: 3,948 ft

Burst
Sx anticipated surface

pressure; 453 psi
Internal gradient: 0.447 psilft Tension: Non-directional string.
Calculated BHP 4,787 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 8,302 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft*)
1 9700 5.5 17.00 N-80 LT&C 9700 9700 4.767 334.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 4787 6290 1.314 4787 7740 1.62 165 348 2.11 J

Prepared ClintonDworshak Date: February 28,2005
by: Utah Div. of Oil &Mining Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correctionfor tension.
Collapse is based on a vertical depth of 9700 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of thís design willbe that of the
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OPERATOR: BILL BARRETT CORP (N2165)

SEC. 19 T.12S R.15E

FIELD: UNDESIGNATED (002)

COUNTY: CARBON

Utah OilGas and Mining
ells Units.shP Pfelds.shp

GAS INJECTION EXPLORATORY ABANDONED
GAS STORAGE GAS STORAGE ACITVE

× LOCATION ABANDONED
(i) NEW LOCATION NF PP OIL COMBINED

+ PLUGGED & ABANDONED NF SECONDARY INACTIVE
¾ PRODUCING GAS PENDING FROPOSED
@ FRODUCING OIL PI OIL STORAGE
+ SHUT-IN GAS FP GAS TERMINATED
+ SHUT-IN OIL --

I PP GEOTHERML S
X TEMP. ABANDONED
o TEST WELL PP OIL

s WATER INJECTION SECONDARY
* WATER SUPPLY TERMINATED PREFARED BY:DIANA WHITNEY
/ WATER DISPOSAL DATE:



Ir°oieZe°i'esa, UN ITED STATES sygxIT IN TR I 'I'
e 11004 0135

(FOlinerly 9-331) DEPARTMENT OF THE INTERIOR verse side) 5. 1.EASE DESIGNATION AND BERIAI, WO

BUREAU OF LAND MANAGEMENT _g45pgg

SUNDRYNOTICESAND REPORTSON WELLS
8. 7 INDIAN, AMBE 05 mmB NAME

(Do not use this forrn for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such propospis.)

1.
7. UNIT AGREEMENT NAME

OIL GAS

. watt. war.x. orama DRYH IIE Cl rw Basi,
2. NAME OF OPERATOR

A. FARM O LEASE MAME

Wexpro Company IInit
3. ADDREBB OF OPERATOE

9. WELL NO.

P. O. Box 458. Rock Sprines Wvoming 89907 65
4. LOCATION OF MELL (Report location clearly and Înachordance with any State Vegotremeqtp 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)
At surface SW NE, 1834' FNL, 1481' FEL Clav Rasin

11. ame., f., a.. m., OR BI.E. AND
BURVET OR ARRA

14. PERMIT NO. 15. EIÆVATIONs (Show whether or, RT. an, etc.) 12. COUNTY On rantas 13. BTATE

43-009-30063 6755' GR Daggett i Titah

16 Check Appropriate BoxTo Indicate Nature of Notice, Report,or OtherData
NOTICE OF INTENTION TO: BUmsaQURNT REPORT 07:

TEST WATER SHOT-Orr PCLL OR ALTER CASING WATER BHUT4gg HPAMO WER

FRACTURE TREAT MULTIPLE COMPr.ETE raaCTURE TREATMENT ALTERING CAstNG

SHOOT OR ACIDIZE ABANDON• SBOOTING OR ACIDIEING ABANDONMENT*

REPAIR WELL CHANGE PLANS (Other)
(NoTE: Report resulta of multiple completion on Wel

(Other) Completion or Recocapletion Report and Log form.)

17. l>ESCRIBE PROPOSED OR COMPLETED OPERATIONs (Clearly state all pertinent details, and ertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled. give subsurface locations and measured and true vertical depths for all markers and sones perti-

nent to this work.) *

The above captioned well was plugged and abandoned on November 20, 1985 according to
proposal submitted and approbed by BLM 9-17-85.

A Cast Iron bridge plug was placed at 5700' KBM (perfs @ 5734-5739, 5745-5756, 5780-

5786, 5802-5813 and 5826-5833') and 6 sacks of cement was placed above CIBP. Casing
was cut at 4183' KBM and was pulled. A 75 sack plug was set from 4283' in 4083'
A 70 sack plug was set across the 9-5/8" casing shoe (313.35' KBM) from 420' to 220'.
A 50 sack plub was set from 60' to surface. Fluid used was 9 ppg brine.

The 9-5/8" casing flange was cut off and regulation dry hole marker installed. The
lcation will be reclaimed when weather permits.

ACCEPTED BY THE S E
OF UTAH DIVISION F
OIL GAS, AND MIN a

D

18. I hereby certify that the foregoing is true and rrect

SIGNED // / TITLE • DATE

(This space for Federal or State ce æ)

APPROVED BY TITLE DAfg
CONDITIONS OF APPROVAI4 IF ANY :

*See Instructionson ReverseSide

Title 18 U,S.C. Section 1001, makes it a crime for any person knommgly and willfully to make to any department er agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its

Ir°oieZe°i'esa, UN ITED STATES sygxIT IN TR I 'I'
e 11004 0135

(FOlinerly 9-331) DEPARTMENT OF THE INTERIOR verse side) 5. 1.EASE DESIGNATION AND BERIAI, WO

BUREAU OF LAND MANAGEMENT _g45pgg

SUNDRYNOTICESAND REPORTSON WELLS
8. 7 INDIAN, AMBE 05 mmB NAME

(Do not use this forrn for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such propospis.)

1.
7. UNIT AGREEMENT NAME

OIL GAS

. watt. war.x. orama DRYH IIE Cl rw Basi,
2. NAME OF OPERATOR

A. FARM O LEASE MAME

Wexpro Company IInit
3. ADDREBB OF OPERATOE

9. WELL NO.

P. O. Box 458. Rock Sprines Wvoming 89907 65
4. LOCATION OF MELL (Report location clearly and Înachordance with any State Vegotremeqtp 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)
At surface SW NE, 1834' FNL, 1481' FEL Clav Rasin

11. ame., f., a.. m., OR BI.E. AND
BURVET OR ARRA

14. PERMIT NO. 15. EIÆVATIONs (Show whether or, RT. an, etc.) 12. COUNTY On rantas 13. BTATE

43-009-30063 6755' GR Daggett i Titah

16 Check Appropriate BoxTo Indicate Nature of Notice, Report,or OtherData
NOTICE OF INTENTION TO: BUmsaQURNT REPORT 07:

TEST WATER SHOT-Orr PCLL OR ALTER CASING WATER BHUT4gg HPAMO WER

FRACTURE TREAT MULTIPLE COMPr.ETE raaCTURE TREATMENT ALTERING CAstNG

SHOOT OR ACIDIZE ABANDON• SBOOTING OR ACIDIEING ABANDONMENT*

REPAIR WELL CHANGE PLANS (Other)
(NoTE: Report resulta of multiple completion on Wel

(Other) Completion or Recocapletion Report and Log form.)

17. l>ESCRIBE PROPOSED OR COMPLETED OPERATIONs (Clearly state all pertinent details, and ertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled. give subsurface locations and measured and true vertical depths for all markers and sones perti-

nent to this work.) *

The above captioned well was plugged and abandoned on November 20, 1985 according to
proposal submitted and approbed by BLM 9-17-85.

A Cast Iron bridge plug was placed at 5700' KBM (perfs @ 5734-5739, 5745-5756, 5780-

5786, 5802-5813 and 5826-5833') and 6 sacks of cement was placed above CIBP. Casing
was cut at 4183' KBM and was pulled. A 75 sack plug was set from 4283' in 4083'
A 70 sack plug was set across the 9-5/8" casing shoe (313.35' KBM) from 420' to 220'.
A 50 sack plub was set from 60' to surface. Fluid used was 9 ppg brine.

The 9-5/8" casing flange was cut off and regulation dry hole marker installed. The
lcation will be reclaimed when weather permits.

ACCEPTED BY THE S E
OF UTAH DIVISION F
OIL GAS, AND MIN a

D

18. I hereby certify that the foregoing is true and rrect

SIGNED // / TITLE • DATE

(This space for Federal or State ce æ)

APPROVED BY TITLE DAfg
CONDITIONS OF APPROVAI4 IF ANY :

*See Instructionson ReverseSide

Title 18 U,S.C. Section 1001, makes it a crime for any person knommgly and willfully to make to any department er agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



Form 3160-4
Form approved.

(Nonni rafaÎÀ UNITED STATES SUBMW IN DU Ep res u
tNo1,1109045-0137

DEPARTMENT OF THE INTERIOR .-, a DISH ATI N SERI NO.

BUREAUOF LANDMANAGEMENT SL-045059

WELL COMPLETION OR RECOMPLETION REPORT AND LOG *
IF INDIAN. ALLOTTKE OR TRIBE NAME

la. ÏYPE OF WELL: oli. r as i
.

- - ---

WEI.I. WF:I I DRY Other i 4. UNIT AGREE.itENT NAME

b. TYPE OF COMPLETION: ClaylâSin

2. NAME OF OPERATOR
.

C09 IJSS
Wexpro Company

3. ADDRESS OF UPERATOR 65
P Rox.Á58, RocLS ings, yoming_82901 DMUN

1 . FIELD AND POOL. OR W1LDCAT

4. I,OCATION OF WEI.L (ÑfpoYl Ê0Cufion Cearly and in accordance trith any State reçu n M) Clay BRSin
Atsurf;ace

SW NE, 1834' FNL, 1481' FEL
11. e T.a..M.,ORBLOCKANDSURVEY

At top prod. Interval reported below

At total depth 7 - N-NT
14. PERMIT NO. DATE ISSEED 12. COUNTT OR 13. STATE

43-009-30063 6-12-85

15. DATE SPCDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ñ¢Gdy (0 pfOd ) 18. ELEVATIONS (DF, RKB, RT, GE, ETC. • 19. ELEV. CASINOHEAD

7-10-85 7-29-85 8-9-85 6755' GR 6755

20. TWTAL DEPTH, MD & TVD 21. PLUG, BACK T.D., MD & TVD 22. 1F iffl.TIPLE COMPL., 21 INTERiALS ROTARY TOOLS CABLE TOOLS

HO\\ MAN • DRIl LED BY

6013 5940 X

S CO 1 TT6M Aiti (MD AND TiD)* 25, WAS DIRECTIONAL
SURVEY MADE

Frontier - P & A No

26. TTPE El E TAlf. AND OTHER LOGS Rt'N
27. WAS WELL CORED

DIL-SFL-G CNL-ÉÏÏ CCL-CBL No

28. CASING RECORD (Report «U stringe set in toell)

CASINO 31EE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

9-5 8 36 313,35 12-3/4 180 sacks Type H surface None.

5-1 /? 17 5990, 29 7-7 /8 350 sacks Po7miX A to
4200' KBM 416A

I I
29. LINER RECORD 30. TUBING RECORD

81ZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER BET (MD)

NONE 2-3/8_ 5708 None
Pulled

31. PERTORATION RECORD (Ìnterval,aire and number) 32. ACID. SHOT. FRACTURE, CEMENT SQUEEZE, ETC.

5734-5739', 5745-5756', 5680-5786', DEPTH INTERVAL (MD) AttOUNT AND KIND OF MATERIAL USED

5802-5813', 5826-5833' 2 SPF

33.* PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Flotoittg, gag liff, pumping-tize and igpe Of pump) WELL STATua (Producisag or
shut-in)

8-6-85 Flowing P&A
DATE OF TEST HOL RS TESTED CHOKE SIZE PROD'N. POR OIL-BBL. CAS- MCF. WATER-BBL. GAS-OIL RATIO

TEST PERIOD

8-6-85 2 ) 0 . 25 0 --

rwW. TUEING PRESS. CASlNO PRESSURE CALCULATED 11. BBL. GAS-MCF. WATER - BBL, OIL GRA (CORB.)

1. 25 0
20sora aare

0 3 0 |
34. DISPOSITION OF CAs (Sold, used for fuel, rented, et€.} TEST WITNES

Vented
36. LIST OF ATTACHMENTS

36. I hereby certify that t and attached information is to au rmet as determio all avallaDble records

*(SeeInstructionsand Spaces fer Additional Data on ReverseSide)
Iitle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

United States anv false. fictitious or fraudulent statements or representations as to any matter within its

WASTE MANAGEMENT PLAN:

Submitted to the Division with Application to Drill

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: South of location is the head of
Prickly Pear Canyon that drains into stone Cabin Canyon and has a
yearlong stream and/or winter runoff, that_w_aterway runs north into Dry
Canyon and on toward Nine Mile and the Green River. If construction and
state operating rules are followed no problem should surface.

FLORA/FAUNA: Pinyon juniper, sagebrush, grass, cactus (foot of snow
cover during onsite); primary mule deer and elk winter range, also has
associated predator populations, black bear, cougar, and coyote, rabbits
and bobcats.

SOIL TYPE AND CHARACTERISTICS: Tan, fine grained sandy loam with
underlying sandstone and shale

SURFACE FORMATION & CHARACTERISTICS: Green River Formation

EROSION/SEDIMENTATION/STABILITY: Active erosion, shale and sandstone
deposits, stability shouldn't be a problem as this location is not near
canyon ledges but reserve pit could present seepage problems

PALEONTOLOGICAL POTENTIAL: None observed during onsite

RESERVE PIT

CHARACTERISTICS: Staked on north side of location in cut and measuring
100'x 75'x 8' deep, with prevailing winds from the west which should
take any vented gas away from wellbore and equipment.

LINER REQUIREMENTS (Site Ranking Form attached): 25 points

SURFACE RESTORATION/RECLEMATION PLAN

Contour and shape and reseed surface according to landowner agreement

SURFACE AGREEMENT: Yes

CULTURAL RESOURCES/ARCHAEOLOGY: Not done, FEE or private land.

OTHER OBSERVATIONS/COMMENTS

Surface sloes to south/southeast, Prickly Pear Canyon drainage only
several hundred feet south of location, location is staked in old
chained area, access road crosses stock fence, a foot or more snow along
access road and location during
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ATTACHMENTS

Photos of this location were taken and placed on file.

Dennis L. Ingram January 5, 2005 11:30 AM
DOGM REPRESENTATIVE



EXPRESS MAIL ROUTING SLIP
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E uation Ranking Criteria and Ranking S e
For Reserve and Onsite Pit Liner Requirements

Site-specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 __ 0

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 0

Distance to Nearest Municipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 20

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Fluid 15

containing significant levels of
hazardous constituents 20 5

Drill Cuttings
Normal Rock 0
Salt or detrimental 10 0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 0

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 O

Final Score 25 (Level I Sensitivity)

Sensitivitv kvel I = 20 or more; total containment is required, çonsider criteria for excluding pit use,
SensitivityIzvel II = 15-19:lining is disçretionary.
Sensitivity Ovel III = below 15;no specific lining is required



STATEOF UTAH Norman H. Bangerter, Governor
NATURALRESOURCES Dee C. Hansen, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Ternple •3 Triad Center • Suite 350 · Salt Lake City, UT84180-1203 •801-538-5340

February 14, 1986

Wexpro Company
P.O. Box 458
Rock Springs, Wyoming 82902

Gentlemen:

Re: Clay Basin Unit #65 Well - Sec. 23, T. 3N, R. 24E
Daggett County, Utah - API 43-009-30063

A review of our records indicates that a copy of the CCL-CBL
Log, which was run on the referenced well, was not submitted with
the November 27, 1985 completion report as required by Rule 312 of
the Oil and Gas Conservation General Rules.

Please provide a copy of the required log at your earliest
convenience, but not later than February 28, 1986.

Respectfully,

Norman C. Stout
Administrative Assistant

ts

cc: Dianne R. Nielson
Ronald J. Firth

ohn R. Baza
File

0356/6

on equal opportunity

STATE OF UTAH, DIVISION OF WATER RIGHTS Page 1 of 3

U Search Utah.gov

UTAH DIVISION OF WATER RIGHTS

WRPLAT Program Output Listing

Version: 2004.12.30.00 Rundate: 01/06/2005 04:06 PM

Radius search of 10000 feet from a point S1780 E460 from the NW corner, section 19, Township 12S, Range 15E, SL b&m
Criteria:wrtypes=W,C,E podtypes=U status=U,A,P usetypes=all

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe



RECEIVED: May. 09, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 SL-045049 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CLAY BASIN 

1. TYPE OF WELL
  

8. WELL NAME and NUMBER:
 CLAY BASIN UNIT 65 

2. NAME OF OPERATOR:
 WEXPRO COMPANY 

9. API NUMBER:
 43009300630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 458 , Rock Springs, WY, 82902 307 922-5612  Ext 

9. FIELD and POOL or WILDCAT:
 CLAY BASIN 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FNL 1481 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 23 Township: 03.0N Range: 24.0E Meridian: S

COUNTY:
 DAGGETT 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /9 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Final Abandonment

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Wexpro Company requests Final Abandonment of the above listed
location. The location has sufficient stabilization and regrowth of

previously disturbed areas.

NAME (PLEASE PRINT) PHONE NUMBER 
 April Stegall 307 352-7561

TITLE
 Reclamation Agent

SIGNATURE
 N/A

DATE
 5 /9 /2016

May 10, 2016

Sundry Number: 71692 API Well Number: 43009300630000STATE OF UTAH, DIVISION OF WATER RIGHTS Page 2 of 3
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http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe
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